
VERSION 1.5  |  SEPTEMBER 2026

DESIGN & 
INSTALLATION GUIDE

ROOFING SYSTEM

ClearVue

W W W.PSP.CO.NZ   |    08 0 0 78 6  8 8 3

ClearVue in colour 
Blue Breeze



ISSUE :  28/07/2026  |   VERSION :  1.4

WEATHER BOARD

SHEET NUMBER SHEET TITLE

CAVITY & DIRECT FIXED

PCV-WB-01 APRON DETAIL

PCV-WB-02 APRON DETAIL - SADDLE BRACKET

PCV-WB-03 APRON DETAIL - STEEL PLATE

PCV-WB-04 BARGE DETAIL

PCV-WB-05 BARGE DETAIL - ALUMINIUM RAFTER

CLEARVUE ROOFING SYSTEM TO BE INSTALLED AND FIXED TO 
SUITABLE STRUCTURAL SUPPORT, COMPLYING WITH RELEVANT 
CLAUSES OF THE NZBC AND THE NEW ZEALAND BUILDING ACT.

NOTE: RECOMMENDED ROOF PITCH 5°. MINIMUM ROOF PITCH OF 
3°, CONSULT YOUR PSP AGENT FOR SUITABLE APPLICATIONS.

NOTE: As a supplier of building products, PSP provides technical 
information and product details that a suitably qualified person may 
rely on when certifying the portion of their design that relates to PSP 
products and installation requirements. However, PSP does not 
undertake building design work . As a result, PSP is unable to provide 
a PS1.
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APRON DETAIL

PCV_WB_01

5

35
75

6mm OR 8mm CLEARVUE ROOFING

SHEET

BUILDING WRAP

REFER SHEET CV-RF-04 FOR FLASHING

END OPTIONS

CAVITY SYSTEM

TIMBER STRINGER BOLTED THROUGH CLADDING. 

CHECK ONSITE TO ENSURE BOLTS ARE FIXED THROUGH TO WALL FRAMING

SELECTED WEATHERBOARD CLADDING

BY OTHERS

OPTIONAL HEM TO TOP OF FLASHING

FOLDED COLORSTEEL APRON FLASHING

AS PER E2/AS1, SLOTTED BEHIND WEATHERBOARD. 

REFER TABLE FOR 'X' MIN COVER FROM TOP EDGE OF 

CLEARVUE.

RAFTER - REFER TO SPACING TABLE

ABOVE FOR REQUIRED SPACING

M
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5°

ENSURE ADEQUATE STRUCTURAL SUPPORT PRIOR TO CONSTRUCTION 

OR CONTACT PSP TECHNICAL SUPPORT FOR FURTHER INFORMATION

M12 x 180mm T316 COACH SCREW WITH

M12 T316 SQUARE WASHER

H3.2 TREATED  TIMBER CAVITY PACKING BLOCK, 200mm IN LENGTH, 

CENTRALLY PLACED AT EACH BOLT LOCATION, TRIM TO SUIT CAVITY DEPTH

130 200 200

LOW, MEDIUM OR HIGH WIND ZONES, WHERE 
ROOF PITCH IS GREATER THAN OR EQUAL TO 5º.

ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5º.

ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES.

600 crs 750 crs

PCV-WB-01 APRON DETAIL

CAVITY DETAIL

DIRECT FIX DETAIL

INTERNAL LINING

NOTE: Recommended roof pitch 5°. Minimum roof pitch 
of 3°, consult your PSP agent for suitable applications. 

NOTE: All dimensions are in millimeters (mm)
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APRON DETAIL - SADDLE BRACKET

PCV_WB_02

INTERNAL LINING

5

75
35

BUILDING WRAP

REFER SHEET CV-RF-04 FOR FLASHING

END OPTIONS

CAVITY SYSTEM

SELECTED WEATHERBOARD CLADDING BY OTHERS

OPTIONAL HEM TO TOP OF FLASHING

FOLDED COLORSTEEL APRON FLASHING AS PER E2/AS1 SLOTTED 

BEHIND WEATHERBOARD. 

REFER TABLE FOR 'X' MIN COVER FROM TOP EDGE OF CLEARVUE.

TIMBER STRINGER BOLTED THROUGHBITUMINOUS DPC. 

CHECK ONSITE TO ENSURE BOLTS ARE FIXED THROUGH TO WALL FRAMING

PSP RAFTER BRACKET - 3mm T316

STAINLESS STEEL WITH PSP FIXING SCREWS

6mm OR 8mm CLEARVUE ROOFING

SHEET WITH ALUMINIUM RAFTER SUPPORTS

CLEARVUE ALUMINIUM RAFTER - REFER

TO SPACING TABLE ABOVE FOR REQUIRED SPACING

M
A

X

M
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5°

ENSURE ADEQUATE STRUCTURAL SUPPORT PRIOR TO CONSTRUCTION 

OR CONTACT PSP TECHNICAL SUPPORT FOR FURTHER INFORMATION

M12 x 180mm T316 COACH SCREW WITH

M12 T316 SQUARE WASHER

12g x 25mm HEX FLANGE STAINLESS

STEEL 316 SELF DRILLING SCREW

H3.2 TREATED  TIMBER CAVITY PACKING BLOCK, 200mm IN LENGTH, 

CENTRALLY PLACED AT EACH BOLT LOCATION, TRIM TO SUIT CAVITY DEPTH

130 200 200

LOW, MEDIUM OR HIGH WIND ZONES, WHERE 
ROOF PITCH IS GREATER THAN OR EQUAL TO 5º.

ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5º.

ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES.

600 crs 750 crs

PCV-WB-02 APRON DETAIL - SADDLE BRACKET

CAVITY DETAIL

DIRECT FIX DETAIL

12g x 35mm HEX FLANGE TYPE 17

STAINLESS STEEL 316 FIXING SCREW

NOTE: Recommended roof pitch 5°. Minimum roof pitch 
of 3°, consult your PSP agent for suitable applications. 

NOTE: All dimensions are in millimeters (mm)
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APRON DETAIL - STEEL PLATE

PCV_WB_03

35
75

5

BUILDING WRAP

REFER SHEET CV-RF-04 FOR FLASHING

END OPTIONS

CAVITY SYSTEM

SELECTED WEATHERBOARD CLADDING

BY OTHERS

OPTIONAL HEM TO TOP OF FLASHING

FOLDED COLORSTEEL APRON FLASHING AS PER E2/AS1, 

SLOTTED BEHIND WEATHERBOARD. REFER TABLE FOR 'X'

MIN COVER FROM TOP EDGE OF CLEARVUE.

6mm OR 8mm CLEARVUE ROOFING

SHEET WITH ALUMINIUM RAFTER SUPPORTS

PSP TWO PIECE RAFTER BRACKET - 3mm T316 STAINLESS STEEL 

WITH PSP FIXING SCREWS

DPC

CLEARVUE ALUMINIUM RAFTER - REFER

TO SPACING TABLE ABOVE FOR REQUIRED SPACING

M
IN
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R

M
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G
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M
A

X

5°

ENSURE ADEQUATE STRUCTURAL SUPPORT PRIOR TO CONSTRUCTION OR

CONTACT PSP TECHNICAL SUPPORT FOR FURTHER INFORMATION

M6 x 12mm HEX DRIVE STAINLESS STEEL

316 SOCKET SCREW

M12 x 120mm T316 COACH SCREW

H3.2 TREATED  TIMBER CAVITY PACKING BLOCK, 

200mm IN LENGTH, CENTRALLY PLACED AT EACH BOLT LOCATION, 

TRIM TO SUIT CAVITY DEPTH

INTERNAL LINING

PCV-WB-03 APRON DETAIL - STEEL PLATE

130 200 200

LOW, MEDIUM OR HIGH WIND ZONES, WHERE 
ROOF PITCH IS GREATER THAN OR EQUAL TO 5º.

ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5º.

ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES.

600 crs 750 crs

CAVITY DETAIL

DIRECT FIX DETAIL

NOTE: Recommended roof pitch 5°. Minimum roof pitch 
of 3°, consult your PSP agent for suitable applications. 

NOTE: All dimensions are in millimeters (mm)
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BARGE DETAIL 

PCV_WB_04

5

35
75

BUILDING WRAP

FOLDED COLORSTEEL APRON FLASHING AS PER E2/AS1, 

SLOTTED BEHIND WEATHERBOARD. REFER TABLE FOR 'X'

MIN COVER FROM TOP EDGE OF CLEARVUE.

TIMBER STRINGER BOLTED THROUGH CLADDING. 

CHECK ONSITE TO ENSURE BOLTS ARE FIXED 

THROUGH TO WALL FRAMING

SELECTED WEATHERBOARD CLADDING

BY OTHERS

OPTIONAL HEM TO TOP OF FLASHING

CLEARVUE ROOFING SYSTEM

PSP FOAM CLOSER STRIP FILLS CAVITY

BETWEEN FLASHING AND CLEARVUE ROOFING.

CAVITY SYSTEM

'F' CLOSER PROFILE

M
IN
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R

M
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G
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P

M
A

X

ENSURE ADEQUATE STRUCTURAL SUPPORT PRIOR TO CONSTRUCTION 

OR CONTACT PSP TECHNICAL SUPPORT FOR FURTHER INFORMATION

M12 x 180mm T316 COACH SCREW WITH

M12 T316 SQUARE WASHER

H3.2 TREATED  TIMBER CAVITY PACKING

BLOCK, 200mm IN LENGTH, CENTRALLY

PLACED AT EACH BOLT LOCATION, TRIM

TO SUIT CAVITY DEPTH

PCV-WB-04 BARGE DETAIL

130 200 200

LOW, MEDIUM OR HIGH WIND ZONES, WHERE 
ROOF PITCH IS GREATER THAN OR EQUAL TO 5º.

ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5º.

ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES.

600 crs 750 crs

INTERNAL LINING

CAVITY DETAIL

DIRECT FIX DETAIL

NOTE: Recommended roof pitch 5°. Minimum roof pitch 
of 3°, consult your PSP agent for suitable applications. 

NOTE: All dimensions are in millimeters (mm)
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BARGE DETAIL - ALUMINIUM RAFTER

PCV_WB_05

35
75

5

BUILDING WRAP

FOLDED COLORSTEEL APRON FLASHING AS PER E2/AS1, 

SLOTTED BEHIND WEATHERBOARD. 

REFER TABLE FOR 'X' MIN COVER FROM TOP EDGE OF CLEARVUE.

SELECTED WEATHERBOARD CLADDING

BY OTHERS

OPTIONAL HEM TO TOP OF FLASHING

PSP FOAM CLOSER STRIP FILLS CAVITY

BETWEEN FLASHING AND CLEARVUE ROOFING.

CAVITY SYSTEM

CLEARVUE ROOFING SYSTEM WITH

ALIMINIUM RAFTER SUPPORTS

DPC

'F' CLOSER PROFILE

CLEARVUE ALUMINIUM RAFTER - 

REFER TO SPACING TABLE ABOVE FOR REQUIRED SPACING

M
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ENSURE ADEQUATE STRUCTURAL SUPPORT PRIOR TO CONSTRUCTION 

OR CONTACT PSP TECHNICAL SUPPORT FOR FURTHER INFORMATION

M12 x 180mm T316 COACH SCREW WITH

M12 T316 SQUARE WASHER

H3.2 TREATED  TIMBER CAVITY PACKING BLOCK, 

200mm IN LENGTH, CENTRALLY PLACED AT EACH BOLT LOCATION, 

TRIM TO SUIT CAVITY DEPTH

INTERNAL LINING

PCV-WB-05 BARGE DETAIL - ALUMINIUM RAFTER

130 200 200

LOW, MEDIUM OR HIGH WIND ZONES, WHERE 
ROOF PITCH IS GREATER THAN OR EQUAL TO 5º.

ALL ROOF PITCHES IN VERY HIGH WIND ZONES.
VERY HIGH WIND ZONE WHERE ROOF PITCH IS
LESSER THAN OR EQUAL TO 5º.

ALL ROOF PITCHES IN EXTRA HIGH WIND ZONES.

600 crs 750 crs

DIRECT FIX DETAIL

CAVITY DETAIL

NOTE: Recommended roof pitch 5°. Minimum roof pitch 
of 3°, consult your PSP agent for suitable applications. 

NOTE: All dimensions are in millimeters (mm)
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